Overall connection 


RC-101 
rear panel 


CAUTION 
RISK OF ELECTRC SHOCK 


CR KYOCERA wos RC-101 
MOTE CONTROL CENTER 


00 KOT OPEN 
AVIS RISQUE DE CHOC ELECTRIQUE NE PAS OUVRIR 


bone 


Tuner/amp 
R-861/R-661/R-461 


Tape deck 
D-811/D-611 


AC outlet 
120V 60Hz 


Operation 


To use the RS-103 remote 
sensor unit, simply point the 
RT-102 remote control hand 
unit at the remote sensor's 
infrared receiver window 
(the unit front) and select the 
desired operation. A red LED 
will flash to indicate the 
system is operating 
correctly. You may now 
control your stereo system 
from your remote listening 
location. 


For more operating details, 
refer to the instruction 
manual of the RC-101 
remote control center and 
the tuner/amp etc. 


Servicin 
information 


Should your Kyocera 
product need repair, please 
contact your authorized 
Kyocera dealer or directly to 
Kyocera International Inc. 


Cf kyocera 


Kyocera International Inc. 100 Randolph Road. Somerset, N.J. 08873-1284 Telephone 201-560-0060 


KTRS103UAX Printed in Japan 1186SG 


Remote Sensor Unit RS-103 


Instruction Manual 


W kuocera 


RS-103 REMOTE SENSOR UNIT 


coy KYOCERA 


Features 


The Kyocera remote 
control sensor unit RS-103 is 
designd to extend the 
remote control capabilities 
of your Kyocera RC-101 
remote control center. This 
unit, in conjunction with the 
RC-101 and the RT-102 
remote control hand unit, 
will enable you to control the 
tuner/amp etc. from almost 
any location where a second 
or third loudspeaker set is 
placed. 


Installation 


The remote sensor unit 
can be installed at any 
remote loudspeker set 
location, providing a good 
quality RF coaxial cable, 
such as RG-59, is used. 
Caution: Before installation, 
remove power to stereo 
system and the RC-101 
remote control center. 
Ensure the connection is 
correctly made as shown in 
the Overall connection 
diagram before re-applying 
power. 


Cable to be used 


Care should be taken in 
the selection of cable 
between the RS-103 and the 
RC-101 remote control 
center which should be a 
high quality 75 ohm coaxial 
type. 

To determine the length of 
the cable required for your 
particular installation, we 
suggest you first position the 
RS-103 in its selected 
location where the RT-102 
remote control can best be 
directed easily. This will 


enable you to cut an 
adequate length of the cable 
for connection to the RC-101 
remote control center. (Make 
the cable a few feet longer 
than necessary to permit 
changing of the RS-103’s 
location slightly if 
necessary.) 


Installing connector 
to the cable 


The RS-103 package 
comes complete with two 
sets of an F connector kit. 
We suggest you refer the 
installation of the connector 
to a qualified personnel or 
your Kyocera dealer. 

If you install the connector 
to the cable by yourself, 


refer to the diagram which 
follows: (C1 
me, 


| Pinch strongly with pliers, etc. 


Connection to 


RC-101 


Using the cable prepared 
as above connect the 
OUTPUT of the RS-103 to 
the EXT REMOTE SENSOR 
INPUT (1 or 2) of the RC- 
101. See next page. 


